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Other Products 

 
uSee Site 

 

                  
Table Reader           Scales Adaptor 

We also manufacture several other products.  
These include: 
 
uSee Remote Monitoring 
 
The uSee remote monitoring system is a low cost, 
web based remote monitoring solution that can be 
accessed from any computer, anywhere in the 
world. 
 
The Table Reader 
 
The table reader is useful for reading tags as you 
are placing them in the animals ears 
 
Bluetooth Scale Adaptor 
 
A Bluetooth scale adaptor is also available to 
wirelessly connect a Bluetooth Pipe Reader to a set 
of Ruddweigh or TruTest scales 

For more information have a look at our website:  http://www.usee.com.au  and 
http://www.harringtonsystems.com.au  

http://www.usee.com.au/
http://www.harringtonsystems.com.au/
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Harrington Systems Electronics  
Quick start guide for the NLIS Pipe Reader  
                              

The NLIS Pipe reader is an easy to use NLIS ear tag reader...  Please take 
some time to familiarize yourself with  the  READER  and some tags before 

you start work in the cattle yards.  Under the black screw -on cap you will find 
a silver on -off  switch, a red press to reset button and a five -pin plug for 

the battery charger  and the data download cable.  Watch the screen as you 
flick the on -off  switch, you will see your  personal reader identity  

display for a few seconds as the Reader powers up. The black switch near the 
screen is the read switch  which is a rocker switch (see page 9).  The pipe 

reader always starts up in the race mode .  This mode is particularly useful 

as you can reset the race counter after every full race.  This keeps track of 
your progress, each race at a time, to verify your count,  in case a beast is 
missed.  When you reset the race counter, the tags that you have just read, 
remain in the mob counter, but the race counter is zeroed, ready for the next 
race full to be read.   
 
Turning the reader off or the battery going flat at any time will not erase your 
data.   
  
Remember to charge the reader for 5 to 6 hrs before going to the yard s.   
Just plug it in each night and you will have no trouble reading the following 
day. 
 
The Reader is fully compatible with recent Trutest and Ruddweigh scale 
models.   
 
Please call us for more information  regarding our Table Reader for reading 
tags as they are put in, and our folding extension R eader suitable for 
saleyards. 
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Installation of software  
 

Installing the NLIS Pipe Reader onto your computer begins by inserting the USB drive that came with 
your reader into your computer 

 
The following screen will automatically appear.  If it does not, double click on ñMy Computerò on your 
desktop (See picture below) and then double click on the red bullôs head 
 
 

 

 
 

 
 

 
My Computer Icon on toy desktop (This is just called ñComputerò in Windows Vista) 
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Standard Reader (USB Cable) Installation  
 
If you have a standard reader,  then you need to select the ñInstall USB Driverò option.  The following 
screen will appear 

 

 
 

Choose the ñInstallò option.  A message box should then appear saying that the installation is 
successful.  Then plug the USB cable that came with the reader  into your computer .   
 

    
 

The screen above will appear.  Choose ñNo, not this timeò and then ñNextò.  Click ñNextò again.  If the 
following screen appears, it is extremely important that you click the ñContinue Anywayò button. 
 

 
 
You will need to repeat this process again to finish the cable installation .  After that is done, the cable is 
ready to be used with the reader.  When plugging the cable into the Reader, make sure that you line 
the plug up before pushing it in.  Always grip the cable by the plug , not the cord.  
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Bluetooth software installation  
 
PLEASE NOTE:  If your computer already has Bluetooth installed, please contact us.  DO 
NOT install the Bluetooth software  
 
If you have a Bluetooth reader, you will need to install the Bluetooth software.  Y ou do this by choosing 
the ñInstall Bluetooth driverò option.  The following screen will appear 
 

 
 

After clicking OK, the setup program will start.  
 

 
 

    
 

   
 
You then install the software by clicking ñNextò until you are asked to restart your compu ter.  Click 
ñFinishò, and your computer will restart.  
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After your computer has restarted, plug in your Bluetooth dongle, and the ñWelcome to Bluetoothò 
screen will appear. 
 

     
 
When this screen appears, enter a device name (if you want) and then click OK.  The main Bluetooth 
window will then appear.  
 
Now turn on you reader, without holding any switches.  The reader will search for your computer and 
attempt to connect.  When it does, the ñEnter Bluetooth Passkey windowò will appear.  Enter the 
passkey ñdefaultò quickly, as you will only have 30 seconds.  The ñBluetooth service authorizationò 
screen will then appear.  Click on the ñAlways allow this device to access this serviceò checkbox and 
then Yes.  The reader is now ready to use with your computer.  
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The Pipe Reader Software  
 
Your computer will then be ready for the NLIS Pipe Reader software.  To install this software, go back to 
the main installation screen (shown below) and click on ñInstall Softwareò 
 

 
 

The following screen will appear.  To install the software, keep clicking ñNextò until the software starts 
installing. 

 

    
 
The following ñBorland Database Engineò screen will appear.  Click ñOKò, and it will then be installed.  

 

 
 
The NLIS Pipe Reader software installation will then be complet e 
 
Now  go into ñSettingsò: 
ñOwner detailsò:  Fill out all your ódetailsô and your ódatabase password and  user nameô, this will save 
you time when you are creating a file and the automatic transfer to the database will now be set up.  
 
 
  






































